
Printable etched decorative window adhesive vinyl
Create decorative window graphics
Create decorative window graphics with HP Vision Etch CP, a translucent, matte calendared 
adhesive vinyl for clean, dry window surfaces. This printable film provides an etched, 
engraved effect on windows.

Help gain efficiency while providing outstanding colour fidelity
Help save time and gain efficiency with ICC profiles that help you quickly get the colour you 
need—ideal for a wide range of window décor applications.

Help save time with a reliable, total HP solution
Original HP printing materials, Original HP inks, and HP large format printers are designed to 
work together as a system to provide reliable, consistent, quality results that help save time. 

The HP large format printing system—the 
complete solution
HP large format printers, Original HP inks and 
printheads, and Original HP printing materials are 
designed to work together as a system to provide 
uncompromising  image quality, reliability, and 
consistency—with every print.
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Target customers Applications Benefits

Print service providers Window graphics Outstanding image quality for decorative 
window graphics

 In-house printing Corporate window 
graphics 

Lay-flat liner for ease of cutting and installation

Retail, hotels, bars, and 
restaurants displays

Compatible with Original HP Latex Inks; also 
solvent, eco-solvent, and UV-curable inks   

Trade show and event 
graphics

Premium polymeric translucent matte window vinyl
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HP Vision Etch CP
For the latest ICC profiles/paper presets, please visit www.printos.com.

Technical specifications

Ink compatibility Original HP Latex Inks; also solvent, eco-solvent, and UV-curable inks   

Thickness (base vinyl) 80 microns/3.1 mil per ISO 20534 Test Method

Base vinyl Polymeric

Liner 135 g/m² clay coated liner

Adhesive Clear, permanent, water-based adhesive

Finish Matte

Water resistance Water resistant with HP 871 and 831 Latex Inks1

Application temperature 5 to 35˚C (41 to 95˚F)

Service temperature -28 to 65˚C (-18˚ to 149˚F)

Storage temperature 21 to 24˚C (69 to 75˚F) 

Storage humidity 50% RH

Shelf life 2 years, unopened in original packaging

Unprinted durability Up to 5 years2

Environmental EU and UK REACH compliant3 

Country of origin Product of the United Kingdom
Ordering information Product numbers

9E0G1A 1220 mm x 45,7 m (48 in x 150 ft) 848412027860 Europe

9E0G2A 1600 mm x 45,7 m (63 in x 150 ft) 848412027877 Europe

Roll sizes UPC codes Region

Warranty HP large format printing materials are free from defects in materials and workmanship. 

1  Performance varies based on printer and print profile. Water resistance testing by HP Image Permanence Lab on a range of HP media and follows ISO 18935
 method. For more information, see: HPLFMedia.com/hp/printpermanence 
2 Outdoor unprinted display permanence rating based on white background colour change according to SAE J2020.
3 See the HP REACH Declaration published at HP Printing Products and Consumable  Supplies.
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